






BUTTERFLY VALVE

Butterfly Valve Technical data

Max product pressure: 10 bar

Min Product pressure: Full vacuum

Temperature range: -10°C-95°C

Butterfly Valve Material

Product wetted steel parts: SS304 or SS316L

Other Steel parts: ANSI 304 

Rubber grades: Silicon rubber, EPDM or Viton 

NON-RETURN VALVE

Non-Return Valve data

Max. product pressure: 10bar

Max. Temperature 140°C

Min. Temperature: -10°C
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Non-Return Valve Material

Steel parts: Stainless steel ANSI 304 or ANSI 316L 

Seal Ring: EPDM rubber

Finish: Semi bright
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SIGHT GLASS

Sight Glass Material

Steel Part: SS 304 or SS316L

Screw blot: SS304

Seal rings: EPDM rubber or Silicon, viton

Finish: Semi bright

CLAMP / FERRULE

Clamp / Ferrule Material

Seal rings: EPDM, silicon, viton, PTFE
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Clamp / Ferrule Type

Inch Ferule

DIN Ferrule

SMS Ferrule

ISO Ferrule
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Ferrule Adapter

14MPHR Hose Adapter

21MP Clamp Male NPT



UNION

Union Type

3A Union Part

3A Hexagonal Nut 3A-13H

3A Short Liner 3A-14PRF

3A Short Male 3A-15TRF

3A Recess less Union Parts

IDF Union Parts

IDF Expanding Union Parts

RJT Union Parts

RJT Expanding Union Parts

SMS Union Parts

SMS Expanding Union Parts

DIN Union Parts

DIN Expanding Union Parts

BPE

BPE Material

316L 304L 1.4404 and 1.4405
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BPE Data

Tolerance:  According to ASME 2009

Weld Ends

Surface Finish

Test Procedures
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TEE / REDUCER / CROSS / BEND
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3A / SMS 45° Bends

3A / SMS 90° Bends

3A Reducer

SMS / DIN  Reducer

General contact details

ASIA VALVES CORPORATION

Lot D-1S-CN, D-1U-CN, My Phuoc 3 Industrial Zone, Ben Cat, Binh Duong, Vietnam

T : 0650-351 01 55-56-57

F : 0650-351 01 53-54

asia_sales@ms.asiavalves.com.vn


